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Aspiration port for waste water 
 

Assembly instruction for art. 1469 
 

1. 
First identify the spot where you would like 

to install the filler cap. 

2. 
To mount the cap flush fitted with your 

deck, the following tools are required: 

 lock saw Ø 76 mm 

 lock saw Ø 61 mm 

 chisel 

 jigsaw or router 

 elastic sealing compound 

 wrench SW 70 

3. 
Proceed as follows: At first drill just 4 mm 

deep with the lock saw Ø 76 mm. Now drill 

completely through with the lock saw 

Ø 61 mm. Afterwards you have to carefully 

remove the overrun material from the 

upper circle Ø 76 mm and there the ledge 

has to be accurately smoothed. 

Position the anti-twist device, with help of 

the filler cap, into the hole and turn the 

writing in your favoured direction. Tag the 

position of the anti-twist device (pos. 6) on 

the smoothed ledge. 

Now you need to cut or even mill the 

stripping for the anti-twist device            

3,0 – 3,5 mm wide x 5,0 mm,                  

depth = 12 mm. 

4. 
Insert the sealing compound, place the 

filler cap (pos. 4) in the ledge and turn it 

until the anti-twist device snaps into the 

notch. Afterwards firmly lock the cap with 

help of the washer (pos. 5) and the cap 

nut (pos. 1) from the bottom side. 

5. 
Remove the surplus sealing compound. 

6. 
After the drying period for the sealing 

compound (here it depends on the 

specifications from the manufacturer and 

on the temperature) you can join a hose 

with help of some brackets. 
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The installation has to be carried out by skilled personnel. Our assembly instructions can only be an example, each particular situation has to be considered, also the bearing strength 
of the structure and sealing (to hull and deck) and have to be adjusted accordingly. 

 

It also needs to be reviewed if structural reinforcements, like counter support or double layers to strengthen the material are necessary! 
 

Extensive damage as well as serious injuries can occur through incorrect installations. 
 

No claims can be derived for any damage due to non professional installation of our products. 
 


