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Snag free hatch fastener 
 

Assembly instruction for art. 537, 538, 719, 720, 722, 723, 724, 725, 726, 728, 729, 
765, 766, 1701, 1702, 1703, 1704, 1705, 1706, 1707, 1708, 1709, 1710, 1711, 1712, 
1713 
 

 

1. 
At first mount the counterpart in which the 

release clamp clips into (1). 

2. 
Now position the hatch fastener beneath 

the counterpart, hereby the release clamp 

should be tilted a bit (2). 

3. 
Now transfer the hole-pattern (3) onto the 

mounting surface. Please watch out to 

mark exactly the middle of the long slot.  

 

IMPORTANT: Before drilling the holes, 

check the correct positioning of your 

markings. If they don`t match the hole-

pattern of the hatch fastener (4), do modify 

them.

 

4. 
Drill holes by using a flint-borer with a 

max. diameter of 4,5 mm. 

5. 
Now you start the final montage by 

mounting the hatch fastener together with 

the release clamp, starting with the hatch 

fastener. The locking bend shows herby 

into the direction of the hatch fastener. By 

releasing the screws again, you can adjust 

the hatch fastener about 4 mm in each 

direction. 

This, for example, is a good reason for 

using expandable rubber sealing to gain 

an optimal initial tension to the hatch 

fastener to regain watertightness. 
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The installation has to be carried out by skilled personnel. Our assembly instructions can only be an example, each particular situation has to be considered, also the bearing strength 
of the structure and sealing (to hull and deck) and have to be adjusted accordingly. 

 

It also needs to be reviewed if structural reinforcements, like counter support or double layers to strengthen the material are necessary! 
 

Extensive damage as well as serious injuries can occur through incorrect installations. 
 

No claims can be derived for any damage due to non professional installation of our products. 
 


